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Over-The-Range Microwave Oven

Works with Alexa for Hands-Free Control with 65  
Voice Commands  
 
Contemporary Design, Edge-to-Edge Stainless Steel with 
Gray Interior, and Bright LED Lighting   

Premium Bright White LED Modern, Easy-to-Read Display

Express Cook Up to 10 Minutes for Instant Start Cooking

Sensor Cook Menu, Precise Cooking, and Reheating  
with Clear and Simple Controls 

Melt/Soften Feature Quickly Melts Butter or Chocolate, and 
Soften Cheese, Ice Cream or Cream Cheese

SMO1969JS

1100 
WATTS

1.9 
CU. FT.

DESIGNED FOR YOUR DREAM KITCHEN
The Sharp® SMO1969JS Over-the-Range Microwave Oven is a contemporary and stylish addition to your dream kitchen.  With 
edge-to-edge stainless steel, and black glass, this oven pairs beautifully with other stainless steel appliances. The easy-to-read, 
white display, gray interior and bright LED interior and cooktop lighting are elegant finishing touches for your modern kitchen.

With 1100 watts of power and 1.9 cu. ft. capacity, the SMO1969JS is ready for your family’s meals and the 13.6" Carousel® 
turntable ensures even and effective cooking and reheating. The SMO1969JS is a fully-featured, easy-to-use microwave oven 
with a sensor cook menu, instant start up to 10 minutes and a flexible "+30 Sec" key to add time while cooking. The Melt/Soften 
feature is specifically tuned to quickly melt or soften butter, chocolate, cheese, ice cream, or cream cheese.

The SMO1969JS Works with Alexa using helpful commands to make the most of this oven's features1. What can be easier than 
just asking, "Alexa, microwave frozen veggies," to your Amazon Echo device2? 

The Sharp® SMO1969JS features a powerful 4-speed ventilation system and easy-to-reach, easy-to-replace filters.  
With decades of experience designing innovative cooking appliances, it's easy to see why cooks around the world trust Sharp.

Included Grill Rack for convenient 
2-Level Cooking

Easy-to-access, slide-out Grease  
Filters allow for effortless,  
hassle-free replacement

Works with Alexa allows for 
effortless verbal control over  
your microwave

The sleek edge-to-edge stainless 
steel and black glass design is an 
elegant look to your kitchen



SIMPLY BETTER LIVING
At Sharp Home Electronics Company of America, we are committed to  
Simply Better Living.  Our innovative home appliance products are SIMPLE to use, 
BETTER than the competition, and encourage a HEALTHY LIFESTYLE.

1.800.BE.SHARP
QUESTIONS?
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SPECIFICATIONS
DESIGN

Door Finish  Stainless Steel

Interior Color Gray

Interior Light LED

Control Type Touch Control

Control Panel Color Black

Display White LED

Microwave Door Release Hidden Pocket Handle (Right Side)

Heat Deflector Yes

FEATURES 

Capacity (cu. ft.) 1.9 cu. ft.

Heating Type Microwave

Output Power (watts) 1100 Watts

Configuration Over-the-Range

Ventilation Fan Speeds / CFM 4 (Turbo / Hi / Mid / Lo) / 400 CFM

Ventilation Type Outside-Top Exhaust (Vertical Duct) 

Outside-Back Exhaust (Horizontal Duct) 

Recirculating (Non-vented, Ductless)

Cooktop Lighting LED

Turntable Type/Material Removable, Glass

Turntable Diameter 13.6"

Turntable On/Off Yes

Sensor Reheat Yes

Express Cook 1-10 Minutes

Time Cook Yes

Timer Yes

Mute Yes

Display On/Off Yes

+30 Sec Key Yes

Cooking Power Levels 11

Clock Yes

Control Lock Yes

Grill Rack Yes

Grease Filters/Type 2, Sliding

Charcoal Filter 1

Filter Reset Reminder Yes

ADDITIONAL FEATURES 

Works with Alexa Yes

MENU ITEMS 

Sensor Reheat  Yes

Entrees  Frozen Dinner, Chicken, Fish, Casserole, 

Pizza, Frozen Breakfast

Sides Fresh Veggies, Frozen Veggies, Rice, 

Potatoes

Auto Cook Hot Cereal, Meal In a Cup, Frozen 

Kids Meal, Scrambled Eggs, Bacon, 

Frozen Pizza, Stuffed Mushrooms, Fudge 

Brownies, Hot Dogs

Popcorn 1.75 oz, 3.0 oz, 3.5 oz.

Beverage Milk, Coffee

Melt/Soften Melt Butter, Melt Chocolate, Soften 

Cheese, Soften Ice Cream, Soften 

Cream Cheese

Auto Defrost Meat, Poultry, Fish

OPTIONAL ACCESSORIES 

Product Name Charcoal Filter

Model RK233

Color Black

UPC 074000622272

Product Name Grease Filter

Model RK235

Color Stainless Steel

UPC 074000622296

DIMENSIONS & WEIGHT (in./lbs.) (w x d x h) 

Cavity Dimensions 21-3/32" x 14-9/16" x 10-9/16"

Product Dimensions 29-7/8" x 15-25/32" x 16-13/32"

Shipping Dimensions 33-9/32" x 19-9/32" x 20-15/32"

Product Weight / Shipping Weight 56.2 lbs / 63.6 lbs.

WARRANTY/UPC & ADDITIONAL SPECIFICATIONS 

Power Ratings AC 120V, 60 Hz/1640 Watts

AC Power Required (Amps): 14

Parts 1 year limited

Labor 1 year limited

Magnetron Tube Additional 6 Years (Part Only)

UPC 074000622234 

SMO1969JS

1100 
WATTS

1.9 
CU. FT.Over-The-Range Microwave Oven

1Must register with Amazon Alexa App. 2Amazon Echo device not included.

Amazon, Echo, Alexa, and all related logos are trademarks of Amazon.com, Inc. or its affiliates. Apple and 
iPhone are trademarks of Apple Inc., registered in the U.S. and other countries. Android and Google Play are 
trademarks of Google LLC. 

HVI-2100 CERTIFIED RATINGS comply with new testing technologies and procedures 
prescribed by the Home Ventilating Institute, for off-the-shelf products, as they are 
available to consumers. Product performance is rated at 0.1 and 0.25 in. static 
pressure at high speed based on tests conducted in an HVI-approved state-of-the-
art test laboratory. Sones are a measure of humanly-perceived loudness, based on 
laboratory measurements.

*State and local regulations on make-up air may require the max CFM be lowered.


